Electric steam boilers 6-2000 kW

Electric steamboilers of our type are manufactured according to CE/PED in sizes
from 6 to 2000 kW. They can be supplied as low or high pressure steam boilers
as well as with or without feed water equipment. The electric box is mounted to
the boiler. It is incl. Automatic, contractors, main breakers and fuses.

The steam boiler is delivered as a pre mounted and factory tested unit,
ready for use.

We are able to manufacture customized steam boilers according to your
specifications.
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Electric steam boilers 6-2000 kW

PP2000 PP150

Low pressure electric steam boilers

Model Voltage |Capacity |Design pressure |L W H
V kW Bar mm _ [mm |mm
L-20-E 3x400* 6 1 510 [420 [520

L-40-E 3x400* 18
L-50-E 3x400* |36
L-120-E 3x400* |48
L-120-E 3x400* |72
L-120-E 3x400* |96
L-120-E 3x400* 120
* Other voltage upon request.

740 1420 |520
1000 |600 |650
1500 [1100 [ 1000
1500 [1100 [ 1000
1500 [1100 [ 1000
1500 | 1100 | 1000

— | | -

High pressure electric steam boilers

Model Voltage Capacity |Design pressure |L W H

V kW Bar mm |mm |[mm
H-52-E 3x400* 18 8 1500 [900 |[1000
H-52-E 3x400* 36 8 1500 |90 [1000
H-120-E 3x400* 48 8 1900 | 1100 | 1300
H-120-E 3x400* 72 8 1900 | 1100 | 1300
H-120-E 3x400* 96 8 1900 [1100 [1300
H-120-E 3x400* 120 8 1900 [ 1100 [ 1300
* Other voltage upon request.
Industrial electric boilers
Model Voltage |Capacity |Design pressure |L w H

V kW Bar mm |[mm |mm
PP150 3x400* | 150 1-40 2480 |640 |1100
PP300 3x400* |200-300 [1-40 2250 | 1425|1850
PP375 3x400* | 300-375 [1-40 2400 | 1425|1850
PP750 3x400* | 350-750 [1-40 2450 | 1600 | 1850
PP1500 3x400* | 800-1500 [1-40 3900 | 1600 | 1850
PP2000 3x400* | 1600-2000 |1-40 3700 | 2000 | 2000
* Other voltage upon request.
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